
TYPICAL COPING DETAIL
1 1/2"=1'-0"

EXISTING

INSTALL NEW 1 1/2"
S.S. RING SHANK
NAILS (2 PER
CLEAT FACE AND
2 PER SPLICE
FACE)

PROPOSED

INSTALL NEW 20
GA. GALV. CLIP 12"
WIDE @ 60"o.c.
MAX.

INSTALL NEW
24GA.
GALVANIZED
SNAP-ON COPING
CAP WITH A
KYNAR 500
FINISH.

INSTALL NEW #9x1 1/2"
S.S. SCREW w/WASHER
PROVIDED (MIN. 4
PER CLIP). DAB
SEALANT OVER
SCREW HEAD (TYP.)

CONT.  2x
TREATED WOOD
BLOCKING
FASTENED TO
PARAPET WALL

SEALANT

LAP ROOFING
FLASHING OVER TOP
OF WALL AND DOWN
EXTERIOR FACE A
MINIMUM OF 2"

1" MIN. SLOPE

INSTALL NEW
ROOFING

INSTALL NEW
24GA.
GALVANIZED
SNAP-ON
COUNTERFLASHING
TO MATCH COPING.

REMOVE AND DISPOSE
OF EXISTING COPING CAP
FLASHING AND WOOD
BLOCKING

PROPOSED ROOF PROFILE
1 1/2"=1'-0"

EXISTING METAL DECK

SELF-ADHERING
60 MIL EPDM ROOFING,
OPTIONAL 60 MIL TPO

1/2" POLYISO. INSULATION COVER
BOARD (MECHANICALLY FASTENED TO
DECK)

3.5" POLYISOCYANURATE INSULATION
(MECHANICALLY FASTENED TO DECK)

TYPICAL ROOF GUTTER DETAIL
1 1/2"=1'-0"

EXISTING PROPOSED

REMOVE AND DISPOSE OF
EXISTING
· ROOFING GRAVEL AND

COVER BOARD
· RIGID INSULATION
· METAL COPING
· GRAVEL STOP/EDGE

FLASHING
· GUTTER AND DOWN

SPOUT

EXISTING ROOF STRUCTURE

EXISTING WALL

GUTTER
(SEE NOTE #4 & #6)

SELF-ADHERING

QUICKPRIME PLUS

9" QUICKSEAM FORMFLASH

5" QUICKSEAM FLASHING

1/4" (6 mm) MAX.

1" (25 mm) MIN.

NOTE:

1.   LAP SEALANT IS REQUIRED
ALONG UPSLOPE EDGE OF
QUICKSEAM FLASHING WHEN
ROOF SLOPE IS 1"(25 mm)
PER  FOOT OR GREATER.
REFER TO PLS-4 FOR
SEAM EDGE TREATMENT.

2. ROUND ALL METAL
CORNERS AND PLACE
BACK OF GUTTER STRAP
1/4" (6 mm) BELOW TOP OF
WOOD NAILER.

3. DO NOT PRE-NAIL
MEMBRANE TO THE FACE
OF THE WOOD NAILER.

4. CONSTRUCT AND ANCHOR
GUTTER IN ACCORDANCE
WITH SMACNA
RECOMMENDATIONS.

5. WOOD NAILER MUST BE
INSTALLED TO MEET
APPLICABLE BUILDING
CODES OR 200 LBS PER
LINEAR FOOT MINIMUM IN
ANY GIVEN DIRECTION.

6. FLANGE OF METAL GUTTER
MUST BE FULLY
SUPPORTED BY WOOD AND
TERMINATED AT LEAST 1/2"
(13 mm) FROM EDGE OF
WOOD.

WOOD NAILER (SEE NOTE #5)

1-1/4" HOT DIPPED GALVANIZED
ROOF NAILS AT 4" (102 mm) O.C.
MAX. STAGGERED 1

2"

CONTINUOUS
BEAD OF LAP

SEALANT
(SEE NOTE #2)

.060 EPDM MEMBRANE

CONTINUOUS BEAD OF
 LAP SEALANT

(REQUIRED)

NEW INSULATIONNEW EDGE FLASHING

9" QUICKSEAM FORMFLASH

NOTES:

NEW EPDM MEMBRANE SYSTEM

6" (152mm) WIDE
PRESSURE-SENSITIVE
RUSS

SURE-SEAL BONDING
ADHESIVE

EXISTING HVAC UNIT

EXISTING MEMBRANE

EXISTING CURB

NEW METAL COUNTER-FLASHING

 GENERAL PURPOSE SEALANT

FASTENER AND PLATE

5" MIN.

SLOPE

WHEN POLYESTER REINFORCEMENT OF EPDM
IS EXPOSED, APPLY CUT EDGE TREATMENT
TO ENTIRE EXPOSED EDGE

SELF-ADHERING

EPDM ROOF MEMBRANE

EPDM SPLICE TAPE

NEW CONTINUOUS METAL
COUNTER-FLASHING

NEW METAL GRAVEL STOP
COPING

EXISTING WALL

FASTEN MEMBRANE PER
MANUFACTURER'S
RECOMMENDATION

RUBBER-GROMMETED SCREWS
FASTEN PER MANUFACTUER'S
RECOMMENDATION

RUBBER-GROMMETED SCREWS
FASTEN PER MANUFACTURER'S
RECOMMENDATION

VENT FLASHING ROOF DETAIL
1 1/2"=1'-0"

VENT PIPE

SEALANT

DRAWBAND

PRE-FORMED
FLASHING
COLLAR

MEMBRANE
FLASHING

BALLAST

SINGLE PLY
BUILT-UP ROOF

COVER BOARD

INSULATION THICKNES VARIES.  SEE
CORE REPORT ON SHEET A101

EXISTING MEMBRANE -SEE CORE
REPORT
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TYPICAL ROOF CURB DETAIL
1 1/2"=1'-0"

TYPICAL LAP SPLICE DETAIL
NOT TO SCALE

TERMINATION DETAIL

EXISTING ROOF PROFILE
1-1/2"=1'-0"

EXISTING CONDITION CORE REPORT

METAL DECK
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